
   

100% Fresh Air Energy Saving Rooftop 
Packaged unit 

 

PHSX35 
TECHNICAL SPECIFICATION UNIT VALUE 

Supply Air L/s 1700 
Return Air L/s 1700 

Outdoor Air L/s 1700 
Condenser Air L/s 1000 

Exhaust Air-( RA+CA) L/s 2700 
Compressor Qty  1 

Refrigerant Charge(R410a/R407c) kg/Comp 7.2 
Total Compressor Capacity kWr 34 

OUTDOOR AIR TO SUPPLY AIR   
Pressure Drop Heat Exchanger Pa 180 
Pressure Drop Evaporator Coil Pa 100 
External Static Pressure Up to Pa 250 
Total Pressure on Supply Fan Pa 530 

SUPPLY FAN   
Fan Speed(max) rpm 1310 

Motor Power kW 2*1.0 
Motor Poles  4 

Motor Torque Nm 7.2 
RETURN AIR TO EXHAUST AIR   
Pressure Drop Heat Exchanger Pa 180 
Pressure Drop Condenser Coil Pa 80 
External Static Pressure Up to Pa 250 
Total Pressure on Exhaust Fan Pa 510 

EXHAUST FAN   
Fan Speed(max) rpm 1310 

Motor Power kW 2*1.0 
Motor Poles  4 

Motor Torque Nm 7.2 
CONDENSER AIR   

Fan Qty  2 
Air Flow L/s 1000 

Fan Speed rpm 1310 
COIL SIZE   

Condenser Coil mm 1800X1008 
Evaporator Coil mm 1800X630 

Face Velocity Coil Evap m/s 1.5 
ELECTRICAL POWERING  415/3/50 
Current (MCC) (Comp) A 29 
Current (RLA) (Comp) A 18.3 

Supply Fan FLA A 2*3.0 
Supply Fan LRA A 2*14.5 
Exhaust Fan FLA A 2*3.0 
Exhaust Fan LRA A 2*14.5 
Make Up Fan FLA A 2*1.1 

Nominal Running Current A 32/32/31.8 
Full Load Amps A 33.2/33.2/34.5 

 

 

Noise level @ 1m 

Frequency Unit Supply 
air 

Return 
air 

Exhaust 
air 

63 Hz 83.2 56.6 63.2 
125 Hz 80.2 56.6 67.6 
250 Hz 80.2 63.1 69.5 
500 Hz 76.2 60.9 72.8 

1000 Hz 73.2 64.4 70.6 
2000 Hz 70.2 59.8 68.1 
4000 Hz 67.5 55.2 62.7 
8000 Hz 62.1 49.6 60.1 

 

Sound Pressure Levels dB (A) 

 

Dunnair (Aust) Pty Ltd supports a policy of continuous product improvement. Therefore specification and designs are subject to change without 
prior notice. Dunnair (Aust) Pty Ltd accepts no responsibility for possible errors in Catalogues, brochures and other printed material. 

Overall Dimensions 

Height:   2030mm 
Width:   2500mm 
Depth:    2000mm 
Weight:  900kg 
(Measurement Guide only, 
this may change) 

General 
Nominal cooling 
(Compressor) capacity 34 
kW Reverse Cycle Rooftop 
Packaged with Dual Stage 
Heating and Cooling. 

Allow minimum 1000mm clearance from doors  
to ensure adequate space for proper service and 
maintenance. 

Dunnair (SA & NT) PTY LTD 
11 Brock Street, Port Adelaide SA 5015 

Phone: (08) 8240 2888 

Facsimile: (08) 8240 2777 
Email: airconau@bigpond.net.au 

www.dunnair.com.au 
 

 

 


